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Care should be taken during construction of
new fence boundary and if excavation is
required it should be undertaken carefully
using hand held tools and by compressed air
soil displacement.

T3 (U grade tree)
proposed for removal due
to its poor health and to
facilitate development

Part of calculated RPA for these trees
falls within previous area of hard
standing. Investigation required to
determine actual extent of root spread,
as it may be less than the calculated RPA.
Consideration required to existing and
proposed levels and associated works
and build ups. Any light excavation
required should be done carefully with
hand tools or light machinery

Care should be taken during construction of
new fence boundary and if excavation is
required it should be undertaken carefully
using hand held tools and by compressed air
soil displacement.

Part of calculated RPA for these trees falls
within area of recently demolished
buildings. Roots are unlikely to extend
beyond the foundations. Trees are also on
a steep bank so are likely to have spread
laterally (north-south) rather than down
into site under buildings. Investigation
required to determine actual extent of root
spread. Tree protection fence may be able
to be located along extent of previous
building foundation (blue line).

The main site entrance road is located over the
calculated RPA of T1. Investigation should be
carried out to determine the actual extent of
the roots as the area is currently hard standing
so roots may not have spread as far. Excavation
for kerbs and surfacing should be made
carefully with hand tools or light machinery so
as not to damage any major roots. Road levels
to be built up to avoid the need for large
excavations.

T1 Beech

G2 Rhododendron, Holly,
Laburnum & Privet

T3 Sycamore

T4 Sycamore

T5 Sycamore T6 Sycamore
T7 Sycamore

T8 Sycamore

H9 Privet

T10 Sycamore

T11 Norway Maple

T12 Holly
T13 Norway Maple

T14 Sycamore

T15 Sycamore

T16 Alder

T17 Lime

Fence line positioned to
outer edge of RPA and
extent of tree canopy

Outline of recently demolished buildings

Existing Tree to be Retained
Trees to be retained and protected in line
with BS5837:2012. Please refer TPM Tree
Survey Report and Arboricultural Impact
Assessment for more information.

Existing Tree to be Removed
For condition and category grading of
individual trees to be removed please refer
to TPM Tree Survey Report and drawing
2700 101 Tree Survey.

Root Protection Area (RPA)
RPA calculated inline with BS5837:2012

Proposed Tree Protection Fence
To be installed prior to any enabling works
on site and to remain in position during
construction of proposed building and
landscape works. Please refer to figures 2
and 3.

Proposed Tree Protection Fence
(Re-alignment)
Re-aligned protection fence to allow for
excavations within the existing RPA.

Area within RPA that is currently hard and
landscaping and is proposed as hard
landscaping
See notes on drawing. Consideration is
required to existing and proposed levels
and associated works and build ups

Please refer to Detail 1 for indicative NO
DIG construction detail.

Areas of existing hard standing

n

Existing ground level

Pin kerb edge in driveway
or vehicular carriageways

Proposed permeable surface
to be laid accordance with
manufacturer's recommendation

Subgrade soil and tree
root protection zone

Proposed pavement level

Ground bearing capacity of soil to
be confirmed by engineer and
type of Geogrid and infill adjusted
to comply with engineers
recommendations

Concrete hounching to
engineers specification

Loose top soil used to
make up the levels

Geotextile to be laid directly onto the ground

Cellweb TRP (or similar approved product) 150mm depth
beneath vehicular carriageways or driveway.
Cellweb to be installed on the top of the Geotextile, filled
with clean angular stone (4-20mm)
Depth of Cellweb structure to be confirmed by engineer.

Steel fixing pins to
secure Cellweb

Proposed pavement level to
tie in with proposed access
road levels
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GENERAL  NOTES

1. This drawing is the copyright of tpm landscape Ltd and cannot be reproduced in any form
without the consent of the company.

2. This drawing is to be read in conjunction with detail landscape drawings, details and
specification.

3. This drawing is to be read in conjunction with all relevant Architects', Engineer's, Specialists, Bills
of Quantities and Specifications.

4. The insertion of any firm or proprietary brand on this drawing is an indication of the class or
quality required and does not exclude the use of alternative materials that are equal in
performance, quality and appearance, provided that they have been approved in writing by the
Landscape Architect.

5. The Contractor is responsible for accurately ascertaining the position of underground services
and responding to all relevant service easement requirements.

6. All dimensions are in millimetres unless stated otherwise, for the purposes of construction this
drawing must not be scaled and only written dimensions used. Written and scaled dimensions
to be checked on site, any discrepancies reported prior to work commencing. IF IN DOUBT
PLEASE ASK.

7. All work and materials are to be in accordance with the relevant British Standards and Code of
Practice.

8. All Proprietary products are to be used strictly in accordance with the manufacturer's
instructions and details.

REVISION  NOTES

LEGEND

Figure 1 - Typical protection fence signage

Figure 2 - Protection Fencing

Figure 3 - Protection Fencing

Detail 1 - Indicative No-Dig Construction Detail over Soft Ground
Scale 1:25@A1


