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1810 Structural Opening

External Door Type A

Velfac Ribo Alu Powder coated 80mm thick Aluminium
entrance Double Doorset. Fixed to existing external walls to

manufacturer's details and written specification. Colour,
RAL 7023.

Fire Rating: N/A

Sound Reduction dB (Rw): N/A

External Door Type B

Velfac Ribo Alu Powder coated 80mm thick Aluminium
entrance Double Doorset. Fixed to existing external walls to

manufacturer's details and written specification. Colour,
RAL 7023.

Fire Rating: N/A

Sound Reduction dB (Rw): N/A

External Door Type C

Senior Architectural SD Powder Coated Alumnium
Double Doorset. Fixed to shop front glazing system to

manufacturer's details and written specification. Colour,
RAL 7023.

Fire Rating: N/A

Sound Reduction dB (Rw): N/A

External Door Type D

Rayner Doors Rayvent Fire 45mm thick Steel Double Fire
Rated Louvred Doorset. 90mm wide galvanised steel frame
fixed to external walls to manufacturer's details and written

specification. Colour, RAL 7015.

Fire Rating: 60 Minutes

Sound Reduction dB (Rw): N/A
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DAY ARCHITECTURAL LTD
2nd FLOOR LANCASTER BUILDINGS
77 DEANSGATE
MANCHESTER
M3 2BW

T: 0161 8349703
E: info@day-architectural.com
W: www.day-architectural.com

Information contained on this drawing is the sole copyright of
DAY Architectural Ltd. and is not to be reproduced without their permission.
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GENERAL NOTES:

DAY Architectural Ltd accepts no responsibility for any costs, losses or claims whatsoever arising from these drawings, specifications and related
documents unless there is full compliance with the Client or any unauthorised user of the following:

1 All boundaries, dimensions and levels are to be checked on site before construction and any discrepancies reported to the Architect / Designer.
2 Partial Service: Any descrepancies with site or other information is to be advised to the Architect / Designer and direction and / or approval is to be

sought before the implementation of the detail.
3 Block and site plans are reproduced under license from the Ordnance Survey.
4 For the purpose of coordination, all relevant parties must check this information prior to implementation and report any discrepancies to the Architect /

Designer.
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494-17Reubens Retreat Refurbishment
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External Door Ironmongery Schedule

External Door Schedule
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