ED2 and ED3:

1) 4:12:4 double glazed units

2) Hardwood timber frames (colour 'Green
Glade' exterior satin by Dulux Weathershield)
3) Glass secured with glazing compound
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Dimension varies - refer to

All Existing stone window
and door surrounds retained
(See Elevations).

Dimension varies - refer to
elevation drawings

elevation drawings
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EDI:

1) 4:12:4 double glazed units (Obscure Glazed)
2) Hardwood timber frames (colour 'Green
Glade' exterior satin by Dulux Weathershield)

3) Glass secured with glazing compound Dimension varies - refer to

elevation drawings

All Existing stone window
and door surrounds retained
(See Elevations).
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W8 Detail (1:10)

WS8:

' exterior satin

1) 4:12:4 double glazed units
2) Hardwood/Accoya timber frames
painted 'Old Cream by Fired Earth

3) Glass secured with glazing compound

55 min
door thickness

95 ¢

All Existing stone window
and door surrounds retained
(See Elevations).
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Typical 2 Pane Timber Casement Detail (1:10)

Notes: W1, W2, W4, W5 and W7
1) 4:16:4 double glazed units

painted 'Old Cream by Fired Earth
' exterior satin

2) Hardwood/Accoya timber frames
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Vertical Section

J\

All Existing stone window
and door surrounds retained
(See Elevations).

Dimensions vary, joinery
manufacturer to check dimensions
prior to manufacture

Elevation

Typical 1 Pane Timber Casement Detail (1:10)

Notes: W3, W4 and W9

1) 4:16:4 double glazed units

2) Hardwood/Accoya timber frames
painted 'Old Cream by Fired Earth

' exterior satin

All Existing stone window
and door surrounds retained
(See Elevations).

Vertical Section

QGritstone head

Dimensions vary, joinery manufacturer
to check dimensions prior to manufacture
Gritstone mullion

Gritstone mullion

Gritstone cill
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Horizontal Section

QGritstone head

Gritstone mullion

Dimensions vary, joinery manufacturer
to check dimensions prior to manufacture
Gritstone mullion
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QGritstone cill
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Vertical Section
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elevation drawings
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W6 Detail (1:10)

Wé:

1) 4:16:4 double glazed units (Obscure Glass)

2) Hardwood/Accoya timber frames
painted 'Old Cream by Fired Earth

' exterior satin

3) Glass secured with glazing compound

All Existing stone window
and door surrounds retained
(See Elevations).
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Proposed conversion of workshops at
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