New external walls indicated thus to be 300mm
o/a thickness comprising 100mm outer leaf of
blockwork, 100mm cavity incorporating 90mm
Celotex 'Thermaclass Cavity Wall 21' thermal

insulation, and 100mm inner leaf of Celcon
'Solar' blockwork with 12.5mm plasterboard and
skim internally; walls to receive 18mm sand/
cement render finished in colour to match
existing. Render dripline to be minimum 150mm
above ground level locally with random
stonework to match existing below dripline
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NOTES

All dimensions are to be checked on site and any discrepancies referred to the designer
prior to proceeding. All levels are to be confirmed on site prior to proceeding with the work.
All discrepancies between information shown on the drawing and the information shown on
the specification are to be referred to the designer prior to proceeding with the works. All
component sizes and references to be checked prior to the ordering of materials. Positions
of existing drain runs and associated installations to be confirmed prior to proceeding and
drains checked as necessary. All relevant boundary positions to be checked prior to
proceeding. Any on site design changes must be reported to the designer and agreed with
the relevant authority prior to proceeding. Levels shown are related to an arbitrary datum
and therefore not related to ordnance datum.

C 12.02.24 Amended following consultation with neighbour
B 02.02.24 Amended to client's alternative layout
A 18.01.24 Amended following client review
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