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Wall rebuilt to max of 600mm high with piers to
match existing at internal termination points.

Constructed with reclaimed stone and to new
radii to facilitate visibility splays, Wall and pillar

works to be carried out by heritage stone
mason

Footbridge to NBS Q55
See also Millpond General

Arrangement Plan
MAN.1828.002.ENZ-ZZ-00-DR-L-00-006

Secure pedestrian gate to
2100mm high rear boundaries.

NBS Spec ref Q40:310A

F1:1000mm high vertical bar
railings and pedestrian gate to
front gardens
NBS Spec ref Q40:340

Existing boundary wall
retained and repaired as
necessary to ensure safe and
structurally sound.

Step gap in wall blocked up
and made good with site won

material.

F2: post and rail fencing to top
of retaining wall with

maintenance access gate.
Sepc Ref: Q40 : 210

F1:1000mm high vertical bar railings
in chicane arrangement for bicycle

management with min 2.4m wide
maintenance access gate

NBS Spec ref Q40:340

F1:1000mm high vertical bar railings
in chicane arrangement for bicycle

management with min 2.4m wide
maintenance access gate

NBS Spec ref Q40:340

Post and rail fence to top of retaining
wall to prevent falls from height

Flood return wall to engineers detail.

W7: Existing retaining wall,
repaired and made good as

required. Using site won
materials.

W6: existing heritage
boundary wall repainted and

made good.

W2

W1
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Close Board Timber Fence
2100mm Height
Spec ref: Q40:310A

Metal Railing
1000mm Height
Spec ref Q40:340

Close Board Timber Fence
900mm Height
Spec ref: Q40:310A

1.0m high bank  Wall
Spec ref: D41:410

1.2 - 2.0M, high bank Wall
Spec ref: D41:410

Dwarf Kerb
Spec ref: Q10:200

A&G retaining wall system
Spec Ref D41 310To Engineers Detail

Post and rail Fence
Min 900mm Height
Spec ref: Q40 210

Solar Lighting Bollard
Back up power cables to be laid underneath
path as specified by engineer.
Spec ref: Q50:196

Close Board Timber Fence
1800mm Height
Spec ref: Q40:310A

W5

W6

W7

Reconstructed entrance access
Heritage mason to build max 600mm high with
piers relocated into site. Spec ref: F10:290

Retained and repaired retaining wall.
Re pointed and repaired using site won material
Spec Ref F10:230 To Engineers Detail

Existing river boundary wall
Re pointed and repaired using site won material
Spec Ref F10:230 To Engineers Detail

W8

F1

F2

F3

F4

F5

B1

Flood return wall.
Flood return wall to prevent backwash.
To Engineers Detail

W9

Existing boundary wall.
Re pointed and repaired using site won material
Spec Ref F10:230 To Engineers Detail

Ground Level

Ground Level

Ground Level

Concrete foundation to
engineers specification

Metal Railing Fencing
Section.
to NBS Q40:340

Metal Railing Fencing
Elevation.
to NBS Q40:340
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Ground Level

Timber Fence
Section.
to NBS Q40:310

Timber Fence
Elevation.
to NBS Q40:310

Concrete foundation to
engineers specification
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Concrete foundation to
engineers specification
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Timber Fence
Section.
to NBS Q40:310A

Timber Fence
Elevation.
to NBS Q40:310A

Ground Level

Ground Level

Lighting Bollard
Section.
to NBS Q50:190A

83
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Concrete foundation to
engineers specification

Ground Level
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Trellis

Concrete gravel board with hedgehog hole

7000mm
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Footbridge
Plan.
to NBS Q55:400

Footbridge
Elevation.
to NBS Q55:400

Construction on site to be specified by engineer in
accordance with manufacturers recommendation

7000mm

NOTES

· All dimensions are in meters unless stated
otherwise

· This drawing is to be read in conjunction with all
relevant drawings and documents associated with
this project.

· All surveyed information including levels and layout
is provided by others

· All existing and proposed dimensions, levels and
locations to be checked and verified by the main
contractor on site prior to the commencement of
the works and any anomalies reported to the
engineer.
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