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GENERAL CONSTRUCTION® NOTE:
THE BUILDING IS PROPOSED TO BE CONSTRUCTED AS A TRADITIONAL BUILD

@ P OFF STRIP FOOTINGS AGAINST A RETAINED SITE BASE - STRUCTURAL DETALLS

10 FOLLOW

IN GENERAL:
GROUND BEARING SLAB MAKE-UP OR RAFTER SLAB. GROUND BEARING SLAB MAKE-UP OR RAFTER SLAB.
WD S M B R % M e D A MR
mm mm
12006 DPM / RADON MEMBRANE OVER INSULATION, 12006 DPM / RADON MEMBRANE OVER BLOCK INNER. IF SITE RETAINED — ASSUME GROUND BASE TO BE GROUND
25mm PERMETER UPSTAND INSULATION MIN 150MOT. 25mm PERMETER UPSTAND INSULATION BEARING AS FOLLOWS (OR RAFT SLAB IF DEEMED BY STRUCTURAL ENGINEER)

MIN 150 MOT BASE TO 25 SAND BLINDING AND RADON/DPC MEMBRANE |,
%ﬁég\gbcom 1 DPU/OPC TAPED D SEALE é\ﬁélfg\lES[To.CONC WIH OFN/DFC TAPED AAD SEALED 190 RIGID FLOORING GRADE KINGSPAN, 500G ISOLATING/MEMBRANE 10 MIN

100 REINFORCED CONC_OVER WITH UNDERFLOOR HEATING THERETO, ALLOW
E\IOSRULB\?IC NDPM 10 BE TAPED AND SEALED TO 25MM PERIMETER UPSTAND

EYTERNAL WALL TO BE TAKEN UP WITH 150 OUTER_COURSED
GRIT/SANDSTONE T0 GROUND BASE AND REAR FIRST FLOOR. MIN 100 CAVITY
WITH FULL FILL YXTRATHERM FULL THERM SEALED AND CLOSED TO OPENNGS
of IN'ACCORDANCE. WITH NANUFACTURERS REQUIREMENTS, INTERNAL BLOCK 10
] BE N SEMI DENSE THERMAL BLOCK WITH INTERNAL PBD AND' SKIM FINISH,
TAPED AND' SEALED AGANST AR LEAKAGE. THROUGHOUT.
&ﬂ S ASSUMNED THAT THE REAR WALL AGAINST THE BANKING WILL BE IN
ETENTION WITH DETAL THERETO UNDER SEPARATE COVER% SIDE AND FRONT
SECTIONS AT FIRST FLOOR TO BETORCHED LARCH ONTO BATTEN AND DAP
GROUND BEARING SLAB MAKE-UP OR RAFTER SLAB. GROUND BEARING SLAB MAKE-UP OR RAFTER SLAB. MEMBRANE T0' RELEVANT INSULATED SYSTEM.
100 REINFORCED CONC 10 UNDERFLOOR HEATING < 100 REINFORCED CONC 10 UNDERFLOOR HEATING —
5006 ISOLATING 10 150mm RIGD FLOORING GRADE %, 5006 ISOLATING TO 150mm RIGID FLOORING GRADE = FIRST FLOOR STRUCTURE IS TO BE 253X122 MITEK JOISTS AT 400CTRS,
INSULATION, 12006 DPM / RADON_ MEMBRANE OVER & INSULATION, 12006 DPM / RADON_ MEMBRANE OVER = MAKE-UP 15 TO ALLOW FOR UNDERFLOOR HEATING SYSTEM SWH SYSTEN)
MIN_ 150MOT. 25mm PERMETER_UPSTAND INSULATION MIN_ 150MOT. 25mm PERMETER_UPSTAND INSULATION 7 10 CLIENT REQUIREMENTS THERETO, MAKE UP OVER TO ALLOW FOR

REQUIRED SLIMLINE SCREED AND RELEVENT FLOORING_ FINISH. MITEK JOISTS
ﬁ\ﬁélFE\IES[TO.CONC WITH DPM/DPC TAPED AND SEALED %ﬁéE\IESfT().CONC WITH DPM/DPC TAPED AND SEALED | T0ILLOW OB SERVEES 70 VoD WTHMN 00Kk ieD <0uND INSULATION

10 FLOOR. CEILING BELOW TO ALLOW SERVICE V0|D4LIGHTING DETALS ETC
AS%IF REQUIRED. FLOOR DEPTH OF 400 INDICATED TO ALLOW FOR REQUIRED
STRUCTURE /SERVICES CEILINGS ETC, FLOOR STRUCTURE TO ALLOW FOR

=i GANTILEVER STEELWORK TO PICK UP FLOOR OVER AND MID SPAN FLOOR

, SPANS THERETO. ALL DETALS OF FRAME DESIGN TO BE PROVIDED BY

’ STRUCTURAL ENGINEER UNDER SEPARATE COVER.

ROOF STRUCTURE QVER 10 BE 293x122 MITEK JOISTS AT 400ctrs, WITH
19WM PLYBOARD TO VAPOUR MEMBRANE, 150 RIGID ROOFING GRADE
KINGSPAN, GRP TO EXTERNAL GRADE PLYBOARD WITH SUBSTRATE OVER T0
SEDUM_MAKE-UP. PERIMETER VILTRATION TO ALUMINIUM EDGE TRIM TO
TORCHED LARCH 300 OVERHANG SOFFIT. ALLOW FOR ALUMINIUM_BOX
GUTTERING THERETO. ALLOW FOR FLAT ROOF LANTERNS TO MAKE-UP
THERETO AND ALL VERTICAL SERVICE DUCTING AS REQUIRED.
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100 RACCRCED GONC 10 UROROoR e o 10 RENORTB.CONE 10 UROERACOR KA
5006 SOLATING T 150mm RIGD FLOORNG GROE 5006 SOLATNG TON50mm RIGD FLOORING GRADE ALL ST SOMCRE D 0 LN I B, DS e e
INSULATION, 12006 DPM / RADON MEMBRANE OVER INSULATION, 12006 D RADON MEMBRANE OVER OF GLAZING ALL GLAZING TO BE EITHER HIGH PERFORMANCE DOUBLE

M 15007, 25mm PERAETER. UPSTAND INSULATION I T50H0T. 25mm PERIVEIER. UPSTAND INSULATION CLAZED OR TRIPLE.CLAZED UNIT. SUGGEST SOLAR REFECTIE GLAZING T0
ACANST CONC WITH DPW/0PC TAED AND SEALED AGANST CONC WITH DPI/DPCNHPED AND SFALED AL SUDING DOGRS FIC

LD HERETD INTERNALLY ALLOW FOR ALL RELEVANT ELECTRICAL AND DRAINAGE WORKS,
SUPPLY AND FIT OF ALL RELEVANT BATHROOM AND KITCHEN SUITES TO
CLIENT REQUIREMENTS AND FINISHES THROUGHOUT.

EXTERNALLY ALL AREAS TO BE LANDSCAPED TO GRASSED AND PLANTED
¢ BANKING TO SITE GROUND LEVELS AS EXISTING .

T IN GENERAL ALL TREES ON SITE INDICATED ON RELEVANT TOPO SURVEY T0
30, 1370 10 4105 N BE RETAINED AND PROTECTED THROUGHOUT WITH RELEVANT TREE

k - o w PROTECTION PLAN TO BE PROVIDED UNDER SEPARATE COVER.
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PROPOSED FOUNDATION
BUXTON

(OTHIS DRAWING AND THE BUILDING WORKS DEPICTED ARE THE COPYRIGHT OF AJS ARCHITECTURE
AND MAY NOT BE REPRODUCED OR AMENDED EXCEPT BY WRITTEN PERMISSION. NO LIABILITY WILL BE ACCEPTED
FOR AMENDNENTS MADE BY OTHER PERSONS.
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AutoCAD SHX Text
GROUND BEARING SLAB MAKE-UP OR RAFTER SLAB. 100 REINFORCED CONC TO UNDERFLOOR HEATING, 500G ISOLATING TO 150mm RIGID FLOORING GRADE INSULATION, 1200G DPM / RADON MEMBRANE OVER MIN 150MOT. 25mm PERIMETER UPSTAND INSULATION AGAINST CONC WITH DPM/DPC TAPED AND SEALED THERETO.
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GROUND BEARING SLAB MAKE-UP OR RAFTER SLAB. 100 REINFORCED CONC TO UNDERFLOOR HEATING, 500G ISOLATING TO 150mm RIGID FLOORING GRADE INSULATION, 1200G DPM / RADON MEMBRANE OVER MIN 150MOT. 25mm PERIMETER UPSTAND INSULATION AGAINST CONC WITH DPM/DPC TAPED AND SEALED THERETO.
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GENERAL CONSTRUCTION NOTE:  THE BUILDING IS PROPOSED TO BE CONSTRUCTED AS A TRADITIONAL BUILD OFF STRIP FOOTINGS AGAINST A RETAINED SITE BASE - STRUCTURAL DETAILS TO FOLLOW  IN GENERAL: 750x300 MIN STRIP FOOTINGS TO PICK UP FOUNDATION WALLS AS 350 O/A WITH 150 OUTER 7N 100 WEAK MIX CAVITY UP TO 225 BELOW DPC AND 7N BLOCK INNER. IF SITE RETAINED - ASSUME GROUND BASE TO BE GROUND BEARING AS FOLLOWS (OR RAFT SLAB IF DEEMED BY STRUCTURAL ENGINEER) MIN 150 MOT BASE TO 25 SAND BLINDING AND RADON/DPC MEMBRANE , 150 RIGID FLOORING GRADE KINGSPAN, 500G ISOLATING MEMBRANE TO MIN 100 REINFORCED CONC OVER WITH UNDERFLOOR HEATING THERETO, ALLOW FOR DPC/DPM TO BE TAPED AND SEALED TO 25MM PERIMETER UPSTAND INSULATION.  EXTERNAL WALL TO BE TAKEN UP WITH 150 OUTER COURSED GRIT/SANDSTONE TO GROUND BASE AND REAR FIRST FLOOR. MIN 100 CAVITY WITH FULL FILL XTRATHERM FULL THERM SEALED AND CLOSED TO OPENINGS IN ACCORDANCE WITH MANUFACTURERS REQUIREMENTS, INTERNAL BLOCK TO BE 7N SEMI DENSE THERMAL BLOCK WITH INTERNAL PBD AND SKIM FINISH, TAPED AND SEALED AGAINST AIR LEAKAGE THROUGHOUT.  (IT IS ASSUMMED THAT THE REAR WALL AGAINST THE BANKING WILL BE IN RETENTION WITH DETAIL THERETO UNDER SEPARATE COVER), SIDE AND FRONT SECTIONS AT FIRST FLOOR TO BE TORCHED LARCH ONTO BATTEN AND DAMP MEMBRANE TO RELEVANT INSULATED SYSTEM. FIRST FLOOR STRUCTURE IS TO BE 253X122 MITEK JOISTS AT 400CTRS. MAKE-UP IS TO ALLOW FOR UNDERFLOOR HEATING SYSTEM (WET SYSTEM) TO CLIENT REQUIREMENTS THERETO, MAKE UP OVER TO ALLOW FOR REQUIRED SLIMLINE SCREED AND RELEVENT FLOORING FINISH. MITEK JOISTS TO ALLOW FOR SERVICES TO VOID WITH MIN 100MM RIGID SOUND INSULATION TO FLOOR. CEILING BELOW TO ALLOW SERVICE VOID/LIGHTING DETAILS ETC AS/IF REQUIRED. FLOOR DEPTH OF 400 INDICATED TO ALLOW FOR REQUIRED STRUCTURE/SERVICES CEILINGS ETC. FLOOR STRUCTURE TO ALLOW FOR CANTILEVER STEELWORK TO PICK UP FLOOR OVER AND MID SPAN FLOOR SPANS THERETO. ALL DETAILS OF FRAME DESIGN TO BE PROVIDED BY STRUCTURAL ENGINEER UNDER SEPARATE COVER.  ROOF STRUCTURE OVER TO BE 253x122 MITEK JOISTS AT 400ctrs, WITH 19MM PLYBOARD TO VAPOUR MEMBRANE, 150 RIGID ROOFING GRADE KINGSPAN, GRP TO EXTERNAL GRADE PLYBOARD WITH SUBSTRATE OVER TO SEDUM MAKE-UP. PERIMETER VILTRATION TO ALUMINIUM EDGE TRIM TO TORCHED LARCH 300 OVERHANG SOFFIT. ALLOW FOR ALUMINIUM BOX GUTTERING THERETO. ALLOW FOR FLAT ROOF LANTERNS TO MAKE-UP THERETO AND ALL VERTICAL SERVICE DUCTING AS REQUIRED. ALL EXTERNAL JOINERY TO BE IN ALUMINIUM IN GREY, SUGGEST  REYNAERS ALUMINIUM FOR ALL WINDOWS AND DOORS. DUE TO LARGE AREAS OF GLAZING ALL GLAZING TO BE EITHER HIGH PERFORMANCE DOUBLE GLAZED OR TRIPLE GLAZED UNITS. SUGGEST SOLAR REFLECTIVE GLAZING TO ALL SLIDING DOORS ETC. INTERNALLY ALLOW FOR ALL RELEVANT ELECTRICAL AND DRAINAGE WORKS, SUPPLY AND FIT OF ALL RELEVANT BATHROOM AND KITCHEN SUITES TO CLIENT REQUIREMENTS AND FINISHES THROUGHOUT. EXTERNALLY ALL AREAS TO BE LANDSCAPED TO GRASSED AND PLANTED BANKING TO SITE GROUND LEVELS AS EXISTING . IN GENERAL ALL TREES ON SITE INDICATED ON RELEVANT TOPO SURVEY TO BE RETAINED AND PROTECTED THROUGHOUT WITH RELEVANT TREE PROTECTION PLAN TO BE PROVIDED UNDER SEPARATE COVER.
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