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Hydro-Brake Optimum Technical Specification
Control Point Head (m) Flow (l/s)
Primary Design 1.200 3.600
Flush-Flo 0.362 3.592
Kick-Flo 0.742 2.887
Mean Flow 3.158
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Hydro-Brake Optimum Technical Specification
Control Point Head (m) Flow (l/s)
Primary Design 2.100 27.500
Flush-Flo 0.613 27.480
Kick-Flo 1.311 21.945
Mean Flow 23.892
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Hydro-Brake Optimum Technical Specification
Control Point Head (m) Flow (l/s)
Primary Design 1.350 35.000
Flush-Flo 0.447 35.000
Kick-Flo 0.957 29.680
Mean Flow 29.667
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Hydro-Brake Optimum Technical Specification
Control Point Head (m) Flow (l/s)
Primary Design 0.600 5.900
Flush-Flo 0.199 5.893
Kick-Flo 0.433 5.074
Mean Flow 4.934

250

125

60
.0

°

Kendal | 01539 729393 Lancaster | 01524 32548

Project:

Drawing
Title:

Project No: Drawing No: Rev:

BIM No:

Scale @ A1:

Drawn by:

First Issue:

Checked by:

Office of Origin:

Approved:

Client: Seddon Homes

Dinting Road, Glossop

Surface Water Drainage
Construction Details 1 of 2

As Shown 19/04/24 Kendal

JB TM TM

K41015 24 -

-

Rev Description Revised byDate

Issue Purpose:

Checked by Approved

Tender


	Sheets and Views
	K41015-24 Surface Water Drainage Construction Details 1 of 2-Layout1


