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PROPOSED DRAWING
New 1100mm high vehicle and HARTINGTON ROAD
- pedestrian safety barrier railings to PARKING AREA
450mm high in-situ reinforced / North side of parking deck, design to
- be agreed
concrete vehicle barrier upstand
with chamfered top and lead / /
flashing as per Sine Aequalis Communal bin storage area with
proposals. Leadwork to be | capacity for 2 x 1100l bins and 3 x PRELIMINARY
compliant with standard LSTA 360l bins
details.
N
o
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Concrete upstand omitted for 2000mm
length around entrance door DRAWING NO:
o 19208-P-111 Rev B
Retained existing RWP sleeved through concrete ————— = RWP O
upstand to pass into storage area under parking
deck, as per Sine Aequalis proposals
DATE:
450mm high in-situ reinforced
concrete vehicle barrier upstand \_ ;;;;;;; September 2022
with chamfered top and lead 0SBM
flashing as per Sine Aequalis 305.44M Revisions:
proposals. Leadwork to be X . .
compliant with standard LSTA B: Fountain StreeF parking
details. area and landscaping
proposals updated -
Dropped kerb to new parking area 23.08.2024
Proprietary slot drainage 1000
channg::telle?l(;(:g? ;:’agrfgfnz] 3 no. new car parking spaces. Resin
Aequal p | bound or resin bonded gravel finish on SCALE:
equalis proposals new precast concrete plank deck under
RVP
1:100 @ A3
New wall to South-West of parking area built
up off existing historic wall below, using stone
Gas R\ép ‘ RWP RWP (including copings) re-used from dismantled
RWP Cellar lightwell G o ~
) i (No aceess) G @ G section of boundary wall, plus new or
i 300.98 reclaimed stone to match as required.
7 300.96 : Minimum 1100mm height above parking area
= ”“37{;‘9 S Al levels. In-situ reinforced concrete upstand / ©This drawing and the building works
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