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Existing walls indicated thus subject to survey
and report by specialists Peter Cox to assess
damp penetration and cause. All remedial
works to be carried out in accordance with
Peter Cox specification and recommendations.

Existing door to be retained. Overhaul,
repair and re-decorate, colour to
approval. Door furniture to be
overhauled or replaced as required.
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New radiator.

Remove casing to existing beam over for
inspection. Beam to be re-cased in
12.5mm Gyproc Fireine board, on
proprietary metal encasement system and
plaster finished, all to maintain 30 minute
fire resistance to beam.

rwp

New hand
dryer.

New 'brushed satin' hand dryer with
450mm wide brass splash plate behind.
Splash plate down to skirting below.

New radiator to be Stelrad 'Vertical
Line' 800mm wide x 600mm high.
Colour RAL 9016 Traffice White, or
similar approved all subject to
mechanical contractors sizing and heat
calculations.

mv.

Existing cubicle doors  ID2 to ID5 to be
removed and discarded.
New cubicle doors to be fitted.

Existing cubicle division panels to be
carefully removed, repaired, refurbished
and re-installed as existing. Re-painted,
colour to be confirmed.

Replace existing mechanical extract with new,
subject to M & E contractor's investigation on
site. Locate and utilise existing ducts and
terminals.

ASI Traditional Circular Countertop
Waste Chutes either side.

New low-level duct.

Full height tiled above vanity top.
200 x 65mm ceramic wall tiles by Craven Dunnill ref. Sassy Blanco
inline bond.

Damp-proof treated walls.

Dado Rail cladding with painted wall above.

Paint to dado cladding.

New skirtings and panelling throughout painted in Dulux Trade - colour to be confirmed.
Painted walls in Dulux Trade - colour to be confirmed.
Ceiling to be painted in Dulux Trade - colour to be confirmed.

Full height painted wall.
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Full height tiled wall.

170mm 'torus' skirting, paint
finish.

Option for lockable cupboard
under.

Vanity top, downstand and wipe
rail in HIMACS Aurora Ecru ref.
M701 or similar to approval.

Top mounted sink in white
ceramic, Ideal Standard Strada
50cm ref. K077601 or similar to
approval.

450

Connect Air Tall Basin
Mixer ref. A7049(GN)

Rectangular tiled wall.

Feature round mirrors.

9mm moisture resistant MDF sheets with
vertical fluting to imitate vertical plank
cladding, supplied and installed by main
contractor.17
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110mm high wipe rail in HIMACS.

Vanity top, downstand and wipe
rail in HIMACS Aurora Ecru ref.
M701 or similar to approval.

D880

Painted plastered wall above dado.

50mm x 19mm softwood 'Astragal' continuous
dado rail 45x 20mm to approval. Paint finish.
Supplied and installed by main contractor.

170mm 'torus' softwood skirting. Paint finish.

9mm moisture resistant MDF sheets with
vertical fluting to imitate vertical plank cladding,
supplied and installed by main contractor.
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GENERAL NOTES

Demolition:

Carefully remove existing timber panel cubicle divisions
ready for refurbishing and re-fitting. Remove all low level
ducting, sanitaryware, vanity units and all redundant
pipework.

Remove all wall fittings and wall tiling.

Remove existing mechanical vent units, light fittings,
switches and sockets (ready for new).

Remove existing ceiling board throughout. Existing floor
void over to be investigated for possible water leak from
above. Report findings and seek further instructions from
the Contract Administrator.

Remove existing floor finish.

Remove existing radiator, cut back pipework as required
ready for new radiator.

New works:

New low-level duct, approx. 200 x 250mm to suit toilet
wastes. Formed in suitable treated timber sections with
moisture resistant MDF and paint finish.

Existing cubicle division panels to be carefully re-installed
as existing. Re-painted, colour to be confirmed.

Existing cubicle doors to be replaced with new. These to
be JB Kind 'Catton 3' panel doors, sized to suit. Paint
finish, colour to be confirmed.
With aged brass wc indicator set, pull handle and hinges
to each door.

New vanity unit, wall cladding, tiling, floor finish and
painting as shown.

New ceiling board to be 12.5mm Gyproc Fireline to give
30 min. FR incorporating recessed light fittings with
proprietary fire hoods to electrical contractors details.

Floor void to incorporate min. 100mm mineral wool
pugging insulation if not already existing.

New mechanical extract ventilation units to be designed,
supplied and installed by mechanical contractor to meet
all requirements of Part F of the Building Regulations.
Incorporating ceiling and wall mounted vents in existing
positions utilising existing duct runs, wall opening/terminal
points where possible; if not, confirm alternative with the
Contract Administrator at design stage.

New replacement radiator to be sized, supplied and
installed by M & E contractor. Style and exact location to
be agreed with Contract Administrator prior to installation.

All electrical work to be by a certified Part P registered
electrical contractor.

Include for all filling and making good, in matching
structure and finish, throughout to all surfaces where
disturbed by the works.

All wall fittings, including hand-dryers, soap dispensers
and the like to be agreed and positioned on site with the
Contract Administrator and Landlord prior to works
commencing.

ALL DIMENSIONS SHOWN ARE INDICATIVE ONLY
AND MUST BE CHECKED AND SET-OUT ON SITE
PRIOR TO ANY FABRICATION AND WORKS
COMMENCING.

Black and white chequer in
non-slip vinyl.

New ceiling/surface mounted
industrial caged pendant.
In antique brass finish.

Allow for removal of all existing light fitttings and replace with
new LED - in new positions, to electrical contractor's approved
design and subject to final agreement on site.
All recessed fittings to have 30 min. FR hoods in ceiling void.

New ceiling mounted
recessed light fittings with
PIR control.

Vanity surfaces:
Top, downstand and wipe rail in HIMACS Aurora Ecru ref. M701
or similar to approval.

Wash-hand basins:
Top mounted sink in white ceramic, Ideal Standard Strada
50cm ref. K077601 or similar to approval.

Taps:
Connect Air Tall Basin Mixer ref. A7049(GN)

WC's:
Sandringham 21 Magnia Low Level Toilet ref. S3510(01)
Complete with pan, cistern and seat.
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