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Talbott MWE 999 Boiler Data Sheet

Boiler Specification

Max Output (kW)

Ramp Down Ratio

Max Flow Temp (°C)

Max Working Pressure (bar)
Max Test Pressure (bar)
Safety Valve Pressure (bar)
Noise Level (dB)

Air Volume m3/hr @ 150°C

Connections

Flow / Return connection (inch)
Pressure Relief connection (inch)
Grate Cooling connection (inch)
Safety Valve Connection (inch)
Safety Valve Feed Pressure (bar)
Drain connection (inch)
Compressed Air Connection (inch)
Compressed Air Pressure (bar)

Compressed Air Peak Use (Itr/pulse)

A%

Dimensions

Length - Main Body (mm)
Length - Total (mm)
Width - Main Body (mm)
Width - Total (mm)
Height — Total (mm)
Weight - Total (kg)

Heat Exchange - volume (1)

Max limits at Ref 11% 02

co 150mg/m?3
MNOx 332mg/m3
Particulate 33mg/m?3

enquiries@talbotts.co.uk

(+44) 01785813 772
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Talbott's Biomass Energy Systems, Unit 13, Walton Industrial Estate, Beacon Road, Stone ST15 ONN

Directors: Adrian Hunter, Chris Smith, Martin Heatlie, Mick Johnson
Company Registration Number: 06340312 VAT Number: GB 945 094 212



