
Building footprint
indicated thus

KITCHEN 2400

bulkhead
over

1875

step up
250mm

20 Fitzalan Street

New external walls indicated thus to be 350mm
o/a thickness comprising 150mm outer leaf of
random stonework to match existing, 100mm

cavity incorporating 90mm Celotex
'Thermaclass Cavity Wall 21' thermal insulation,

and 100mm inner leaf of Celcon 'Solar'
blockwork with 12.5mm plasterboard and skim

internally

Existing doors, walls, windows, etc. indicated
thus are to be removed; make good all

surrounding surfaces

New o/a thickness 100mm timber studwork
walls indicated thus, with 75mm timber stud and
12.5mm plasterboard and skim to each face

New opening formed in new wall to receive new
door and window in position shown

New openings formed in new wall to receive
new window in position shown

step up
130mm

volume
ceiling
over

New natural slate roof covering to match that to
existing roof indicated thus

New boiler
and flue
position

Laundry
dryer

Washing
machine

New 780x 1180mm Velux rooflight over
indicated thus

New 780x 1180mm Velux rooflight indicated
thus

UTILITY

20 Fitzalan Street

T4

P A T I O

L A W N

N

Existing areas of planting

Key to surfaces/ levels

New 1800mm high timber fence to
match existing

Existing grate at ground level:
shaft depth = ground level - 1850

Existing trees

Footprint to new extension

New flagged areas to match
existing

Demolitions/ removals indicated
thus

New stonework dwarf walls to
match existing indicated thus
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NOTES
All dimensions are to be checked on site and any discrepancies referred to the designer
prior to proceeding. All levels are to be confirmed on site prior to proceeding with the work.
All discrepancies between information shown on the drawing and the information shown on
the specification are to be referred to the designer prior to proceeding with the works. All
component sizes and references to be checked prior to the ordering of materials. Positions
of existing drain runs and associated installations to be confirmed prior to proceeding and
drains checked as necessary. All relevant boundary positions to be checked prior to
proceeding. Any on site design changes must be reported to the designer and agreed with
the relevant authority prior to proceeding. Levels shown are related to an arbitrary datum
and therefore not related to ordnance datum.
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