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structural openings to indicated thus

match existing
indicated thus

PROPOSED FRONT (NORTH EASTERN) ELEVATION TO EHLINGER AVENUE
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New 'brick on edge'— ——Existing windows,
soldier course to walls, doors, etc.
heads of new indicated thus to be
structural openings to removed; make good
match existing all surrounding
indicated thus surfaces

PROPOSED SIDE (NORTH WESTERN) ELEVATION
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NOTES

All dimensions are to be checked on site and any discrepancies referred to the designer
prior to proceeding. All levels are to be confirmed on site prior to proceeding with the work.
All discrepancies between information shown on the drawing and the information shown on
the specification are to be referred to the designer prior to proceeding with the works. All
component sizes and references to be checked prior to the ordering of materials. Positions
of existing drain runs and associated installations to be confirmed prior to proceeding and

drains checked as necessary. All relevant boundary positions to be checked prior to

proceeding. Any on site design changes must be reported to the designer and agreed with
the relevant authority prior to proceeding. Levels shown are related to an arbitrary datum

and therefore not related to ordnance datum.

——New areas of
brickwork below
D.P.C. to walls to
match existing
indicated thus

original)

PROPOSED REAR (SOUTH WESTERN) ELEVATION

PROPOSED SIDE (SOUTH EASTERN) ELEVATION

New vertical oak——

plank to gable of

canopy indicated thus

LNew oak post to

support canopy
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