PROPOSED SECTION 1:50 T

THE PROPOSED WORKS RELATE TO THE CONSTRUCTION OF A 2 STOREY SIDE
%[ENIES&OPN AHREA SINGLE STOREY REAR EXTENSION TO RUN FROM- EXISTING

THE EXISTING DETACHED GARAGE 1S TO BE DEMOLISHED

THE WORKS MAINTAIN ALL RIGHTS TO LIGHT TO NEIGHBOURS AND ALSO
MANTAN ALL FRONTAGE PARKING THERETO.

FOUNDATIONS. ARE TO BE 600x300 CONCRETE. STRIP FOOTNG T0 AN

AGREED DEPTH WITH BUILDING CONTROL ON SITE. RELATVE 10 SITE

CONDITIONS. FOUNDA110N WALL TO BE 350 0/A WITH 100mm 7N INTERNAL

AND EXTERNAL BLOCK W WITH WEAK MIX CAVITY TO

) ) 975 BELOW DPC. GROUND BEARING consmucnon 10 BE 150 MO,
N';}’LEE% 'f\?ofuso'fmmrﬁ F‘g%? THRO yo}g ALOH 100mm CONC OVER 10 25mm %)EoﬂMﬂER UPSTAND INSULATION T0 TAPED
OB STRNGTL O HP U(E Mo AN UPTS SUPPRTIG 4% AND SEALED DPM/DPC T0 AVOID COLD BRIDGING. DISCUSS WITH CLIENT AS

EXISTING

HDSPAN WALL BULT UP BETWEEN NEW T0 REQUIREENT FOR UNDERFLOOR HEATING TO EXTENDED AREAS AS/F
ROOF STRUCTURES REQUIRED - IF NOT ALLOW FOR TALL RADS TO EXTENDED ROOMS.

ALLOW FOR 100 STEP IN LEVELS FROM GARAGE TO DWELLING
POTENTIL FOR HEH LEVEL } NEW EXTERNAL WALL CONSTRUCTION T0 350mm O{A WITH 100mm 7N
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ROOF PITCH T0_HIP TO MATCH EXISTING

N

ASSUMED 33 DEG (&ngprESTORﬁGE VR - BLOCK TO RENDER FINISH EXTERNALLY (SUGGEST EMHER K-REND OR

MONOCOUCHE QR SIMILAR WITH COLOUR FINISH TO MATCH), 150mm CAVITY
NGSPAN THERETO WITH THERMAL CLOSERS 10° ALL

mm
JUNCﬂONSE(OPENINGS. INTERNAL BLOCK WALLS TO BE 7N SEMI DENSE
THERMAL BLOCKS WITH PBD AND SKIM TO FINISH. WALLS TAKEN UP TO
100x75 WALLPLATES T0 PICK UP NEW ROOF STRUCTURE, ALLOW FOR ALL
NEW FLUSH CASEMENT DOUBLE GLAZED WINDOWS WITH COMPLIANT
(PENABLE CASEMENTS AT FIRST FLOOR FOR ESCAPE PURPOSES. ALLOW FOR
NEW CATNIC LINTOLS RELEVANT TO ALL NEW OPENINGS WITH NEW ALUMINIUM

2815

1500

4000 TO U/S OF CILING TEE.
1500

BI-FOLD TO REAR SINGLE STORFY ELEMENT. ALLOW FOR NEW STEEL TO
L KNOCK THROUGH AT GROUND FLOOR FROM EXISTING KITCHEN TO EXTENSION
EIEHAHRMA(I;N ENG BRICK/CONCRETE. PADSTONES ETHER SIDE TO' STEEL
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NEW FIRST FLOOR STRUCTURE TO BE 200x50 C24 GRADE AT 400-450 ctrs
9 WITH MD SPAN NOGGINS THERETO, ALL JOISTS ON HANGERS TO NEW AND
EXISTING WITH FULL FILL KINGSPAN AS OVER SEMI EXPOSED SPACE -
GARAGE. FLOOR TO LINE WITH EXISTING WITH FIRELINE PBD AND SKIM TO
L CEILING AND 22-25mm FLOOR BOARDING OVER TO TAKE FINISH AS

5225]T0 TOP OF WALLPLATE FROM DPC
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10 U/S OF SOFFH?(NAICH EXISTING
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L REQUIRED. FLOOR OVER GARAGE TO MAINTAN 3OMIN FIRE SEPARATION.

B ROOF STRUCTURES TO SIDE EXTENSION T0 BF 175450 C24 GRADE RAFTERS
AT 400ctrs WITH DOUBLE RAFTERS TO FRAME ROOFLIGHTS AS INDICATED. HIP
ROOF STRUCTURE AS SANE. PITCH AS EXISTING (ASSUMED SSDE% RAFTER
10 SPAN UPTO BUILT UP_PARTY WALL BETWEEN NEW AND EXISTING ROOF
STRUCTURES. PLY RACK FULL HIP ROOF STRUCTURE TO ALL FOR STRENGTH
10 ROOFLINE. ALLOW FOR 100mm KINGSPAN BETWEEN THE RAFTERS WITH
S0mm BELOW WITH PBD AND SKIM 10 FINISH OR 150 BETWEEN WITH
VAPOUR CHECKED PBD AND SKIM BELOW WITH BREATHER MEMBRANE OVER
TO BATTEN WITH TILED FINISH TO MATCH
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FLOOR TO FLOOR TO MATCH

T0 REAR EXTENSION ALI_OW FOR ISdeE PHCH T0 150x50 024 RAF[ERS AT

35 400ctrs WTH ONDUTLE SF
AR VI DKM BENEEA O 3 LN 0 P80 D S

550 730 1%
uu FINISH. ROOF OVER TILED T0 MATCH WITH UPSTAND LEAD FLASHINGS AT ALL

100 1510 350

JUNCTION DRESSED INTO WALL.
T T S e T e e 7 T0 REAR ALLOW FOR RELOCATED MANHOLES AND DRAIN RUN. ENSURE ALL

0 STEP FROM GARAGE
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;ﬂ%g%s T0 EXTENSION SIT BELOW INVERT LEVEL OF MANHOLE,/DRAN

AND MAY NOT BE REPRODUCED OR AMENDED EXCEPT BY WRITTEN PERMISSION. NO LIABILITY WILL BE ACCEPTED

FOR AMENDMENTS MADE BY OTHER PERSONS.

©THIS DRAWING AND THE BUILDING WORKS DEPICTED ARE THE COPYRIGHT OF AIS ARCHITECTURE
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HIPPED ROOFLINE TO BE PLYRACKED THROUGHOUT (NAILED AT 150ctrs TO U/S OF ALL RAFTERS) TO ALLOW  FOR STRENGTH TO HIP LINE AND SPAN UPTO SUPPORTING  MIDSPAN WALL BUILT UP BETWEEN NEW AND EXISTING  ROOF STRUCTURES
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