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Foundations:

650 x 300mm concrete trench fill taken down
to firm bearing strata at min 900mm below

ground level. Foundations to be taken down to
invert of any drain within 1000mm of excavation.

Drainage:

New drains bridged where passing through footings.
Drains passing under building to be encased in

150mm concrete. All new drainage to be 100mm

diameter Polypipe Underground or similar drainage
system. Pipes laid to self cleansing fall on 150 bed

pea shingle. New gullys to be roddable NB Drainage
systems to be checked on site to determine - combined
or separate systems - if separate ensure foul and
surface water are connected to correct drainage system.

Ground Floor Construction extension:
150mm concrete slab on visqueen on 110mm Celotex
XR4000 or equivalent floor insulation on 1200 gauge
DPM lapped into DPC on 25mm sand blinding on
consolidated hardcore. Provide 25mm ridged insulation

First Floor Construction:

22mm tongue and groove moisture resisistant
flooring grade chipboard or softwood
floorboards to clients discretion on

Structural Steel:

All structural steel to be encased
in a minimum 18mm Gypsum plaster
to give minimum half hour fire

200x50mm sw joists @ 400 centres protection.
200mm quilt insulation between floor joists
Provide 2No. Rows of herringbone strutting Heating:

at third span of joists. Underdraw joists in
12.5mm plasterboard and skim. NB. Minimum
board weight 10kg/m2. Provide lateral
restraint straps at 2m centres with
associated noggins.

work
instal

Mode of heating to extension as yet unknown if a
new boiler to be fitted this is to have a Class A
SEDBUK energy efficiency rating. NB All plumbing

to be carried out by GAS SAFE registered
ler Hot water & heating systems to comply

with Domestic Heating Compliance guide.

Lighting:

One third of the primary light fittings in the
proposed extension (minimum one) to be of a
type which will only receive high efficiency
lamps.

Main

Pitched Roof Construction:

Unvented Cold Roof Concrete roof tiles on 38 x 25mm
tanalised battens on Du Pont Tyvek breathable roof
membrane on sw rafters @ 400 centres.

sw ceiling joists @ 400mm c/c. 12.5mm
plasterboard and skim finish to underside. provide
300mm quilt insulation between between and above

External Walls traditional:

Brickwork to match the existing

outer leaf 150mm cavity with cavity wall batts

- 100mm thermolite block inner leaf dry lined

in 12.5mm plasterboard and skim on Drywall dabs.
Stainless steel double triangle wall ties (min 59mm
embedment) 750mm horizontal c/c & 450 vertical c/c
staggered and doubled up at all window and door
reveals. Cavities to be closed at all reveals and at
eaves - using Thermabate insulated cavity closers.
NB all masonry below ground level to be in concrete
common brick. DPC to be fixed at min 150mm above
ground level. Provide cavity fill fo 225mm

below damp proof course.

Flashings:
Code 4 lead stepped and straight flashings with
DPC cavity trays over at all abuttments.

Doors and Windows:

All new windows to be double glazed and have
trickle vents not less than 8000mma2. All

windows ajoining a door or a glazed door or

less than 800mm above floor to be in foughened
glass to BS6206 or EN12150. New and
replacement windows and roof lights fully
draught proofed & double glazed in Optiwhite
(outer pane) 16mm argon filled air space with
aluminium spacer bar with an inner pane of low
emissity 'k’ glass to give a 'U' value of 1.4w/m?k
or window energy rating band C certificates of
compliance to be provided to building control on
completion. New windows to habitable rooms
without alternative at least 1no opening light with a
clear opening of 450 x 750mm. Top hung Windows
to have assist arms and stays to keep up

Ventilation: Unless otherwise stated, room ventilation will be
provided by natural means. Windows to incorporate; opehing
lights at least equal to 1/20th floor area, along with controllable
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