NOTES
50mm SURFACE COURSE — TRANSITION KERB —l l— BULLNOSED KERBS TO BE LAID TRANSITION KERB
WITH MAX. 25mm UPSTAND lﬁ
= 1. ALL DIMENSIONS ARE IN METRES UNLESS NOTED
60mm BINDER COURSE ——— ‘ i i ‘ OTHERWISE.
. 2, 2. ALLLEVELS ARE IN METRES RELATED TO ORDNANCE DATUM
P © / NEWLYN (OD) UNLESS NOTED OTHERWISE.
150mm BASE COURSE / 3. ALL COORDINATES ARE IN METRES RELATED TO ORDNANCE
SURVEY NATIONAL GRID.
20mm SURFACE COURSE y AREA OF VEHICLE % 4. ALL MATERIALS AND WORKMANSHIP WILL BE AS DEFINED IN
, CROSSING CONSTRUCTION THE SPECIFICATION UNLESS NOTED OTHERWISE.
TYPE 1 GRANULAR SUB-BASEMIXTURE | // _ AREAOF FOOTWAY AREA OF FOOTWAY 5. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
60mmBINDERCOURSE AN\ : NN _ CROSSING CONSTRUCTION s CROSSING CONSTRUCTION DRAWINGS AND DOCUMENTATION ASSOCIATED WITH THE
/{ N |~ / < ° PROJECT.
N ] L | // , , ‘ 6.  THIS DRAWING HAS BEEN BASED UPON SURVEY/OS
- / v a e : ‘ : INFORMATION SUPPLIED BY A THIRD PARTY AND SCP SHALL
100mm TYPE 1 GRANULAR SUB-BASE MIXTURE N~y AN TYPICAL FULL CARRIAGEWAY C PRIVATE QRIVEWAY WIDTH VARIES REFER TO LAYOUT) DRAWING NOT BE LIABLE FOR ANY INACCURACY OR DEFICIENCIES
ARISING FROM IT.
7. ALLLEVELS, DIMENSIONS AND LOCATIONS ARE TO BE
TYPICAL FULL FOOTWAY CONSTRUCTION PAVEMENT TYPE P1 (FULL PAVEMENT CONSTRUCTION) AREA >1m WIDE VEHICLE CROSSING DETAIL CHECKED BY THE MAIN CONTRACTOR PRIOR TO
SCALE 1:50 COMMENCEMENT OF ANY WORK ON SITE.
: 8. ALL WORKS TO BE CARRIED OUT IN ACCORDANCE WITH
PAVEMENT TYPE F1 (FULL FOOTWAY CONSTRUCTION) LAYER SHW CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS LOCAL AUTHORITY ADOPTABLE RESIDENTIAL ROAD
SPECIFICATION AND STANDARD DETAILS.
55 591057 9. EXISTING GULLY LOCATIONS AND SERVICE COVERS ARE
INDICATIVE ONLY
LAYER SHW CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS MILLTOWN 011 HRA 55/10 F 40/60 HIGH STONE somm BS EN 13108-4 10.  ALL STATUTORY UNDERTAKERS, INCLUDING CABLE
SURFACE CONTENT HRA BS EN 13043 TELEVISION COMPANIES, MUST BE CONTACTED PRIOR TO
PSV VALUE MIN 60 1200 1200 COMMENCING ANY WORKS TO ASCERTAIN THE LOCATION
SURFACE 909 AC6 DENSE SURF 100/150 20mm BS EN 13108-4 HRA 35/14F PMB (PERFORMANCE BS 594987 AND DEPTH OF THEIR APPARATUS. IN THE EVENT OF ANY
HIGH STREET EAST 943 SPEC PD6691 TABLE C.3 50mm BS EN 13108-4 /~ TRANSITION KER® TRANSITION KERB | PROTECTION OR DIVERSIONARY WORKS BEING NECESSARY
AC 20 HDM BIN 100/150 (MACHINE LAID) SURFACE CLASSIFCAITON NO2 WITH 20mm BS EN 13043 TO THEIR APPARATUS THEN ANY COSTS INCURRED WILL BE
BINDER 906 AC 20 HDM BIN 160/220 (HAND LAID) 50mm BS EN 13108-4 PRECOATED CHIPPINGS PSV VALUE MIN 60 DROPPED KERB FLUSH (UP TO 6mm) WITH THE CONTRACTORS RESPONSIBILITY BOTH FOR ARRANGING
BS 594987 ROAD / FOOTPATH SURFACING o AND ANY PAYMENT
BINDER 905 HRA 40/60 60mm BS EN 131084 b 11.  ABANDONED GULLIES ARE TO BE REMOVED AND FILLED
. 803, 805 OR 806
SUB-BASE TYPE 1 GRANULAR 150mm BS 504987 400Lx400égg EglhéC;/fRTfLI/éETTILETEQVI\IANA?NFFEA(;S- BUFF Coc 12. ¥VE|E;|§I;2|§§|’£\$E§ETHAT A DESIGN SULPHATE CLASS OF
BASE 906 AC32 40/60 150mm BS EN 131084 o |0 coLou ° ° |« DS1 AND AN AGGRESSIVE CHEMICAL ENVIRONMENT FOR
° > / > AL - CONCRETE (ACEC) CLASSIFICATION OF AC2z WOULD BE
25 % CBR MIN. MIXTURES CONTAINING & N o s REQUIRED FOR ALL BURIED CONCRETE STRUCTURE
20mm SURFACE COURSE SUB-BASE 803, 805 OR 806 TYPE 1 UNBOUND MIXTURE AS PER TABLE CRUSHED GRAVEL COARSE A A 13. ALL SURFACING MATERIALS EXCEPT BASE COURSE, SHALL
mm AGGREGATE ARE NOT PERMITTED ‘ - BE HARDSTONE (LIMESTONE NOT PERMITTED)
*INSITU CBR TESTING TO BE CARRIED OUT ON SITE IN ACCORDANCE WITH THE SPECIFICATION FOR HIGHWAY WORKS i S
60mm BINDER COURSE &% Z
] = 50mm SURFACE COURSE —— N NG
A /{ 60mm BINDER COURSE ———
EXISTING SUB-BASE A
TYPICAL FOOTWAY RESURFACING
PAVEMENT TYPE F21 (FOOTWAY RESURFACING) lN LINE UNCONTROLLED PEDESTRlAN
. DROPPED CROSSING AT HIGHWAY JUNCTION
SCALE 1:50
LAYER SHW CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS
TYPICAL CARRIAGEWAY RESUFRACING
SURFACE 909 AC6 DENSE SURF 100/150 20mm BS EN 13108-4
PAVEMENT TYPE P1 (FULL PAVEMENT CONSTRUCTION) AREA >1m WIDE
BINDER 906 AC 20 HDM BIN 100/150 60mm BS EN 13108-4
KERBFACE TO BE LAID FLUSH
SEE ABOVE ELEVATION SEENOTE A
SUB-BASE - EXISTING FOOTWAY LAYERS ] LAYER SHW CLAUSE MATERIAL THICKNESS SPECIAL REQUIREMENTS PREFERRED CARRIAGE WAY
L
oo WTkeRs Top 120 PREFERRED (112 MAX . BXISTING FOOTPATHFALL
MILLTOWN 911 HRA 55/10 F 40/60 HIGH STONE 50mm BS EN 13108-4 - e A
SURFACE CONTENT HRA BS EN 13043 L T e NSNS NS NS NS
PSV VALUE MIN 60 AN o e o s ANAVAN
HRA 35/14F PMB (PERFORMANCE BS 594987 . \ DA VAN GaVERS. C =
SUB-GRADE CARRIAGEWAY (250mm BITUMINOUS LAYER HIGH STREET EAST 943 SPEC PD6691 TABLE C.3 50mm BS EN 13108-4 < \ FLAGS BEDDED ON 25mm OF
CBR % THICKNESS) SURFACE CLASSIFCAITON NO2 WITH 20mm BS EN 13043 NOTE: KERE LAID BEDDING MORTAR
PRECOATED CHIPPINGS PSV VALUE MIN 60 SQUARE EDGE UP 100mm ST2 CONCRETE
CAPPING (mm) SUB BASE (mm) BINDER 905 HRA 40/60 60mm BSBSI\? 3‘5% . 100mm TYPE 1 GSB SUBBASE
< 550 200 *INSITU CBR TESTING TO BE CARRIED OUT ON SITE IN ACCORDANCE WITH THE SPECIFICATION FOR HIGHWAY WORKS
2 400 200 SECTION A-A
3 300 200 SCALE 1:20
4 250 200
5-15 200 200
>15 200
TABLE A - CARRIAGEWAY SUB-BASE AND CAPPING THICKNESS
HALF BATTERED KERB TYPE HB2 EXISTING ROAD PLANED TO
BITUMEN SEALANT FORM STEPPED CONSTRUCTION
REVISIONS
NEW ROAD EXISTING ROAD
SURFACE COURSE 7777777777 — — — — — REV DESCRIPTION DATE | BY
ALl L 7 7 — — ] ALL GULLY FRAMES TO BE SEALED WITH A FIRST ISSUE Noto4!| sk
BINDER COURSE FLEXIBLE BITUMEN MASTIC SEALANT IN CLASS D400 GULLY FRAME AND COVER TO BS EN 124 CHANNEL TYPE ; UPoATED 0 SUIT COUNCIL COMMENTS 1110624 ] ok
300 BLOCK PAVED AREAS ONLY AS AGREED STRAIGHT BAR HINGED WITH RETAINING DEVICE TO PREVENT 04
PROPOSED PAVEMENT | EXISTING PAVEMENT WITH ADOPTIONS ENGINEER. UNAUTHORISED REMOVAL. STRAIGHT BARRED FLAT TOP GRATING WITH A C | UPDATED TO SUIT COUNCIL COMMENTS ) 13.05.24 | SK
BASE COURSE 300 MINIMUM GRATING SIZE OF 370 x 430 INSTALLED IN ACCORDANCE WITH BS
, P YOO eve v 7903, 1997 AND HA 104/02. GRATING TO BE SET 5-6mm BELOW CARRIAGEWAY
150 150 \ y OSOSOSUSOSOSOR - TYPICAL KERB DETAIL LEVEL
‘ . Ve SUB-BASE 73 ()it ot oot ot i ]
SURFAGE COURSE . . 7 el @l @0 ol. FINISHED CARRIAGEWAY LEVEL
BINDER COURSE . +\ - ALL HORIZONTAL FACES TO BE SPRAYED WITH BITUMEN EMULSION CLASS K1-40
EXISTING TO BS434, DOT SPEC CL 920 RATE OF SPREAD 0.3 - 0.5 LITRES PER SQUARE METRE. CLASS B ENGINEERING BRICKWORK MIN.
SUB BASE e CARRIAGEWAY ALL VERTICAL FACES ARE TO BE SAW CUT AND COATED WITH 50 OR 70 PEN GRADE e 2 COURSES, MAX. 4 COURSES ON 1:3
VaNWANDANWAN BITUMEN SEALANT EXISTING MATERIAL CONSTRUCTION HOT OR EMULSIFIED BITUMEN BY BRUSHING OR POURING TO ACHIEVE ' N CEMENT/SAND MORTAR
PROPOSED EXISTING 70 MAKE GOOD APPROXIMATELY 2mm THICKNESS N g
CONSTRUCTION CONSTRUCTION OVER BREAK 40mm SURFACE COURSE ——— 450 _3 E BEND AS REQUIRED
60mm BINDER COURSE CARRIAGEWAY TIE-IN TO EXISTING ROAD STOPPER AND CHAIN . ‘
SCALE 1:20 e
JOINT BETWEEN EXISTING AND PROPOSED FOOTWAY CARRIAGEWAY KERB TIE-IN DETAIL S e ) FLEXCELL JOINT
SCALE - 1:10 SCALE - 1:10 ALL IRONWORK WITHIN BLOCK 8 : > . Office of Origin: Manchester Tel: 0161 832 4400
: PAVED AREAS IS TO BE A ’ ‘ 4 www.scptransport.co.uk - www.rskgroup.com
MINIMUM OF 150mm DEEP p 4
TRANSITION KERB FROM HALF BATTERED 49 s .
rZo 20 KERB(HB2) TO BULLNOSE KERB(BN3) FOR ) B Cient Name:
052 % é P 12.5° TO 15° PEDESTRIAN DROPPED CROSSING. FOR 3 /',x 150mm @
LSpoED KERB FACE REFER TO KERBING LAYOUT. GULLY VITRIFIED CLAY OR PRECAST ——1 \ OUTLET
EQD A R16 TO R19 MORTAR BED, KERB BED AND BACKING _ . ,
ETQ WO o TO MATCH ADJACENT MAIN KERB CONCRETE TO BS 5911:PART 2 ‘ .
FLAT TOP EDGING TYPE EF  BULLNOSED KERB SUEeDX 2
TO N> N PVC-U, PP OR PE GULLY TO HAVE ‘ p
3 . TYPE BN3 TO BS EN 0 CURRENT BRITISH BOARD OF '50mm GRADE ST
BS EN 1340 Fig NA.3 1340 Fig NA.1 N~ AGREEMENT ROADS AND BRIDGES CONCRETE SURROUND Project Title:
R16 TO R19 CERTIFICATE OR EQUIVALENT
1 8; . ) - /ﬁ MILLTOWN, GLOSSOP
o " MORTAR DESIGNATION (i) o ] TYPICAL ROAD GULLY DETAIL
© 4 / TO CLAUSE 2404 OF SHW A * N HALF BATTERED KERB TYPE HB2 TO SCALE 1:20
10 MIN, 20 MAX BS EN 1340 Fig NA.1 .
" < Drawing Title:
: . ] | MORTAR ‘ == MORTAR DESIGNATION (i) TO CLAUSE
| 7 DESIGNATION (i) TO 4 < 2404 OF SHW 10 MIN, 20 MAX STANDARD DETAILS
S BED AND BACKING 3 , . CL.2404 OF SHW 10 3 8 ‘
‘ 4 MIX ST2 CONCRETE - Wl LT MIN,20MAX - < —~1————— BED AND BACKING MIX ST2 -
TO BS EN 206 ! BED AND BACKING | CONCRETE TO BS EN 206 & Date: Drawn By:
125 \ TO RS FN 206 ~ —r——— 12mm DIA STEEL REBAR Scale Cheoked:
300 HOOPS AT 450mm CENTERS 150 275 =
—— — B — Status: DETA"_ED Approved: NMC
DESIGN
FLAT TOP EDGING (TYPE EF) BULL NOSED KERB (TYPE BN3) HALF BATTERED KERB (TYPE HB2)
- SCALE - 1:10 SCALE - 1:10 TRANSITION KERB DETAIL SCP-230070-4000-001 C
© Crown Copyright, All Rights Reserved. 2018 Licence Number 0100031673 (SCALE 1:10)



AutoCAD SHX Text
A

AutoCAD SHX Text
FIRST ISSUE

AutoCAD SHX Text
11.01.24

AutoCAD SHX Text
SK

AutoCAD SHX Text
B

AutoCAD SHX Text
UPDATED TO SUIT COUNCIL COMMENTS

AutoCAD SHX Text
11.04.24

AutoCAD SHX Text
SK

AutoCAD SHX Text
C

AutoCAD SHX Text
UPDATED TO SUIT COUNCIL COMMENTS

AutoCAD SHX Text
13.05.24

AutoCAD SHX Text
SK


	Sheets and Views
	Sheet 1


