
MHS207

Dia. 3000

600 x 600 Clear Opening

CL - 369.030

IL - 366.030

Depth to Soffit = 3.000m

300 Min
300 Min

INLET

Manhole cover & frame to B.S 497 Part

1.Grade of cover varies with location.

20mm n/s granular material class S bed

and surround

Class B engineering bricks

to BS 3921. ( 2- 4 courses)

75mm Diameter

perforations at approx

450mm centers.

Strip footings with In-situ

mix concrete grade ST4

Heavy Duty

Reinforced concrete

cover slab 5911 part

200 with mortar

mastic sealant

Fill with suitable

material

Step irons to

BS1247

Geotextile Membrane to

be provided on outside

of Soakaways MHs.

Single size stone to aid

infiltration

Mortar Haunching

manhole cover &

Frame
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Eccentric Access 600mm

after or 600mm before with

corners chamfered.
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Abnormal or unusual residual risks associated with the design outcomes shown on this

drawing are:-

RSK LDE LTD has followed its Design Risk Management process for Hazard Elimination

and Risk reduction in developing the designs shown on this drawing.

Abnormal or unusual residual risks may be shown above where it is considered that such

risk may not normally be expected by competent persons engaged on work of this nature

or type.
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LAND & DEVELOPMENT ENGINEERING LTD

Spring Lodge

172 Chester Road

Helsby
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United Kingdom

Tel: +44 (0) 1928 726006
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Email:  lde@rsk.co.uk

Web:    www.rsk.co.uk

Harpur Hill

Buxton

Highway Network 2

Soakaway Detail
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Detailed Design

PERSIMMON

ROCKER PIPES TO BE INSTALLED AT EACH

ENTRY POINT INTO MANHOLE CHAMBER.

ROCKER PIPES TO BE IN ACCORDANCE

WITH SEVERN TRENT STANDARD DETAILS

Notes

1. This drawing is to be read in conjunction with all relevant Architect's and

Engineer's drawings.

2. All levels quoted are in metres A.O.D.

3. Concrete surround to chambers is shown indicatively for completeness. The

Contractor shall satisfy himself that ground conditions at each manhole

location are suitable such that the concrete surround is not required. RSK

bears no responsibility for the Contractor's assessment of ground

conditions.

P1 28.01.19 First Issue AN MAR

P2 18.02.20 Updated to suit highway comments EP MAR

P3 01.07.20 Updated to suit highways comments EP MAR
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