Rear garden
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New re-configured natural stone
steps down to side terrace with iron
handrail painted black

Exhaust air roof vent

MVHR Unit (ductwork tbc on site)

In-take air roof vent

New stud wall partitions

Highgate Road

Internal wood fibre
insulation lining
throughout as per PL019
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© Darwent Architecture Ltd. This drawing must not be copied or reproduced
without consent. Unless marked as such, this drawing should not be used for
Tender or Construction purposes. Figured dimensions only are to be taken
from this drawing.

Contractor to check all dimensions and levels on site prior to commencement
and inform architect in writing of any inaccuracies to drawings. All contractors
are to be responsible for taking and checking all dimensions relative to their
work. All noted dimensions are in millimetres unless stated otherwise. To be
read in conjunction with all other consultants’ drawings, specifications and
schedules. In the event of uncertainty, please consult the Architect.
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New black painted iron
balustrade and handrail

Steps retained as existing

Tarmac surface replaced
with grass and gravel path

Boundary walls retained

as existing

Install new limestone gravel
border to allow drainage of
retained land, refer to PLO19 for
details and method statement

Existing stone steps and walls to
be replaced with new stone to
match existing

Glazed external doors
restored to match existing

External gritstone walls
re-pointed in lime mortar,
bag brushed finish

Frosted side window

Loose ground removed to suit
natural slope of adjacent road.

REV B (01.10.26) Drawing amended to retain the
washhouse and conservatory (BP)

REV A (08.07.24) Rear steps retained as existing.
Recirculating extract to Kitchen. MVHR system
added- Air in shown in ceiling cowls illustrated red,
air out in blue. All other wall extracts removed (CJ)
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