Retain existing washhouse, remove WC

and stud wall internally.

Create new opening in
external wall to re-instate

Retained Land

3 Bbvc

%
b

georgian window

Cut back areas of paving

Remove Door

st

Cut back areas  Form openings
of paving for wall vents
Lol o—
Olsip © 7 4
‘ i
i\— 7 +25mm
Boiler }

Gulley

New opening at high level to
allow for kitchen extract N\

7

Suspendled Floor

Remove studwork

V¥ /+85mm !
V"I'solid Fioor |

+0mm |

Re-open blocked up doorway

Re-instate serving hatch and widen

overall opening. Retain piers eitherside

and head above to maintain visual
seperation of spaces.

___..1;_____—:! i Suspended !Floor/solid roo%/ | Solid Floor ‘
b2 y .
********************* w.lj Remove door ’ Remove door | ‘ J %L I
7 | e | |
77777777 I ) T LA/ A/ M/ Av/A '
— 7 ) /

[

-140mm
Solid Floor

Remove gas stove vent
terminal and replace with
cast iron air brick

Fixed furniture and internal stud

walls to be removed

~10000000000000000q0 0 REA0 =

1

[

7

-110mm
Suspended Floor

[

-90mm
Solid Floor

/

/
/
y

/
Chimney [

/

L1

AN

+0mm |\
Suspended Floor "

|
|
|
I
|
|
| /
I
|

G, Piia
~ o] ‘o /
S =

. Remove
) | : / RWP & SVP
Stone paving B / /'
~ -50mm ,

Re-instate opening

for wall vent

Remove stairs |/

Highgate Road

© Darwent Architecture Ltd. This drawing must not be copied or reproduced
without consent. Unless marked as such, this drawing should not be used for
Tender or Construction purposes. Figured dimensions only are to be taken
from this drawing.

Contractor to check all dimensions and levels on site prior to commencement
and inform architect in writing of any inaccuracies to drawings. All contractors
are to be responsible for taking and checking all dimensions relative to their
work. All noted dimensions are in millimetres unless stated otherwise. To be
read in conjunction with all other consultants’ drawings, specifications and
schedules. In the event of uncertainty, please consult the Architect.
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New opening at high level
to allow for utility and
boiler extract

Remove all fixed furniture
to utility/kitchen

Remove strap pointing
throughout external stone
walls

Remove partition walls

Remove joist repairs, 1970s joists,
chipboard and carpet. Refer to
Heritage Statement and building
condtion report for information.

Carfully remove floor boards and
re-raise floor to suit +Om

Remove floor tiles back to existing
solid concrete floor

Remove existing gypsum
plaster throughout

Remove portion of brick partition to
form new door

Y

REV B (01.10.26) Drawing amended to retain the washhouse
and conservatory (BP)

REV A (08.07.24) Rear steps retained as existing. (CJ)
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